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In this study, we measured the hydrostatic pressure of slurry prepared in various conditions under gravitational 
settling. Additionally, the time change of hydrostatic pressure for the slurry whose particles are assumed to 
perfectly disperse as primary particle was calculated. In order to calculate the hydrostatic pressure curve more 
precisely, the particle size distribution measured by sedimentation method. The novel index, the area ratio of 
measured hydrostatic pressure to calculated one, was introduced to discuss the particles dispersion state. It was 
shown that the index (hydrostatic pressure ratio) had a good connection to the final packing fraction of the sediment 
for all slurries used in this study, indicating that the index should be useful to quantitatively represent the particle 
dispersion state regardless of the slurry conditions. 

























試料粉体には，アルミナ研磨材 3 種（WA#3000, #4000, 
#6000，粒子径 4.0, 3.0, 2.0 µm，密度 3.96 g･cm-3，フジミイ
ンコーポレーテッド），球状シリカ（HS-207，粒子径 9.5 
µm，密度 2.21 g･cm-3，日鉄ケミカル&マテリアル），六角




#4000 は 8，10 vol%のスラリーも調製した． pH 調整を行
い，粒子分散状態が異なるスラリーを 5 種類調製した． 
 球状シリカは水簸を行ったのち，分散媒に NaCl 溶液を
用いてボールミル混合を行い，粒子濃度 15 vol%のスラリ
ーを調製した． NaCl 溶液の濃度を変えることで粒子分散
状態が異なるスラリーを 3 種類調製した． 
 六角板状酸化亜鉛は，分散媒に NaCl 溶液，分散剤にポ
リカルボン酸アンモニウム（PCA，セルナ D-305，中京油
脂）を用いた．分散媒に PCAを 1.0 mg･g-1溶解させ，試料
粉体とともにボールミル混合を行い，粒子濃度 3 vol%のス
ラリーを調製した．NaCl 溶液の濃度を変えることで粒子




















































一方で，pH4.50 のスラリーは沈降開始から 2 h 以降計算
線から離れていくことがわかる．このようなスラリーの分
散状態を定量的に示すために，まず，図 1(b)に示すような
面積 A を求めた．実測した静水圧曲線から得られる面積 A
と計算線の面積 Acalc.との比を新規指標とした（式(2)）． 
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